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DESCRIPTION
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RIGHT OF WAY.

\ Arrowhead B A 15~ 208C-002_ Sqg. Yd. _ Removing Concrete Slope Paving _ _ _ __ _ _ __ _ _ — ~ T
B RN A % Z060-003 Ln.. Fr. _ Removing Curb And Buewer . o CJ 1~ "~ SPECIAL DRAWINGS
51-3 ALABEEN wugannbbmgr " Wi Olive ™ 1| = __10_210D-021 Cu._Yd. _ Borrow Excavation (Loose Truckbed Messurement)(A-4 or Better) _ HNH H waWMA.NM»H H H H H H
by N ety O ¢ church i _522_405A-000 Gallon _ Tack Comt _ _ _ __ _ . _ _____._ I o — 703 | By [ ___
4 - __ 1_4078-000 Mils__ _ Joint Sealant For Hot Asphalt Pavement —_ _ __ _ _ _ _ _ __ . 1027 PM-705-1
I 2 7390 40BA-052Sq._ Yd. _ Pioning Existing Pavement (Approximately 1.10° Thru 2,07 Thick) 1028 _PM-705-2 _ _ __ _ _
Lo Bi2” 424A-361 Ton Superpave Bitumimous Concrete Wearing Surface Lauer, 71033 __PM-705-6 _ _ ___ _ _ -
e e _ ___ %% Mexinum Aggregote Size Mix, ESAL Renge C/D | 1038 TPs-70i-4 | _ _
. 23 424B-652 Ton Superpave Bituminous Concrete Upper Binder Layer, - HOA:Ml Ln:anlunm H H _ H ” _
—~S . ___ _.11/2" Moximum Aggregote Size Mix, ESAL Range C/D _ _ _1049_ _ TCM-703  _ _ H _ H
N T 237 424B-682 Ton Superpave Bituminous Conorete Lower Binder Lager, T _1110_ _D-614__ _ _ _  _ _ __
. ___1uy2 Meximum _Aggregate Size Mix, ESAL Range C/D _ __ ~ _1i61 _ _ESC-200 (SHT 1 OF 4)_
. 17 500A-000 Lump Sum_ Mobilization_ _ _ | __ __ __ ____ . ______ _____ _1161-A ESC-200 (SHT 2 OF 4)
) 3 _614A-000 Cu. Yd. _Slepe Paving _ _ _ _ _ _ _ ____ __ ____ __ o _L1161-B_ESC-200 (SHT 3 OF 4)___
- 195 6238-000_Ln._Ft. _ Concrete Curb, Tupe N _ - _1161-C__ESC~200 (SHT 4 OF 4)___
% 90" 654000 S, Ve~ Solid Sedding ~ o1 1 I 11T IITIITC 162 ZES5-300 (3T 10F 71
> 1 _665A-000 Acre _ _ Temporary Seeding _ _ _ _ _ e _1162-C__ESC-300 (SHT 4 OF 7)__
’ __ 1_665B-00 Ton _— _ Temporary Mulching _ _ __ _ _ __ _ e — - _1163-B__ESC-400 (SHT 3 OF 5)__
| 25 665F-000 Each Hay Bales 1214 IHS-710-12
20~ G56°000 Each  _ Send Boge — _ - 1. 111111 IIIII: EC B s —
F= ) 200 _ 66547002 _L.F. __ _ St Femce _ _ __ _ _ __ __ __ ______ ___________ 229 _IWs-7i0-23
./ 1 _ 200 _6650-001 L.F. ___Silt Fence Remova! _ _ __ _ _ __ . __. _ _ _ __ __. .. . _ Asot o sWs-r_
/ _430 _701B-207 Un. Ft. _ Dotted, Class 2, Type A Traffic Stripe (5! Wide) _ __ _ _ __ _ 4308 _SHs-8
w% \ ¥ " 2860 _701E-000 Ln._Ft. _ Solid Temporary Traffic Stripe  _ _ _  _ _ __ __ __ __ __ _ 322 _shMs-22
/ 5148 2660 _701E-010 Ln. Ft. _ Broken Temporary Traffic Stripe _ _ __ _ _ __ __ __ _ . __ _ 325 _sHs-25 .
N\ 1350 1 7016-242 Ln._Ft. _ Broken White, Class 2, Tupe A Traffio Strips (5' Wide) . _ __ _ 327 TsMs27 1T T TI T
/ L 4.//” _900 _7016-253 Ln. Ft. _ Solid White, Class 2, Tupe A Traffic Stripe (5" Wide) _ _ 1328 SWs-28 _ _ ___ __ —
N}, AN T430 T 7016-265 L. _Ft. _ Sol1d Ye!Tow,_ Class 2, Tups A Troffiv Strips (5 Wide) . .
5520 _703A-002_Sq. Ft. _ Traffic Control Markings, Class 2, Twpe A __ __ _
_3700 _703D-001 Sg. Ft. _ Temporary Traffic Control Markings _ __ _ _ __ _ _ — .
PROJECT VICINITY ~ 237 705031 Each __ | Pavement Markers, Class AH, Tupe 1-0 . J _ 1 _ ..
__ B8_705A-037 Each  _ Pavement Markers, Class A-H, Type 2D _ __ ____ ____ _
MONTGOMERY COUNTY _ 836 _740B-000 Sg. Ft. _ Construction Stgns _ _ __ _ _ __ _ _ __ __ o
__27_740C-000 Sq._Ft. _ Speoial Construetion Signs _ _ __ _ _ __ __ ___ __ . __ _
mm[ H_. HD D_U—UX. 7\=U Nn H—NDIN- NNO __9_740C-002 Sq._Ft. _ Spectial_Construction Signs {Motorcucle Plaque) o
607 7400-000 Eoch __ _ Chanmslizing Orums _ _ __ _ _— __ ____________ _
—_ 3] 741C-010_Each __ _ Portebls Sequential Arrow And Chevron Sign Unit J _ | _ __ _
TYPICAL FOR EASTCHASE PKWY
IN PLACE BITUMINOUS PAVEMENT (VARIES)
(PLANE & OVERLAY) SEE DETAIL A
MATCH EXISTING DETAIL A
| REQ’D
; Hiee
LOPE e ISTI
PR P R T e PROJECT NOTES
- —_—— — _— ) G mv“.zw_wm%zmmcvm MMW M_Hﬂ NUMBERS 2100 & B54A ARE TO BE USED AT LOCATIONS AS DIRECTED BY THE ENGINEER.
L
® O ® @ ® | i 202 DENSITY REQUIREMENTS FOR THE SUBGRADE OF THE WIDENING AND THE ROADBED PROCESSING
i I Relid ARE WAIVED. COMPACTION SHALL BE TO THE SATISFACTION OF THE ENGINEER. THIS
(D REQ'D. ITEM NO. 424A-361 SUPERPAVE BITUMINOUS CONCRETE WEARING SURFACE LAYER, O e C ’ WORK SHALL BE A SUBSIDIARY OBLIGATION OF ITEM NO. 424-B.
3/4' MAXIMUM AGGREGATE SIZE MIX, ESAL. RANGE C/D 3 203 ANY REQUIRED BORROW SHALL BE A-4 OR BETTER AND SHALL CONTAIN A MINIMUM 10% CLAY
(2) REQ'D. ITEM NO. 408A-052 PLANING EXISTING PAVEMENT ( APPROXIMATELY 1.10' THRU 2.0° THICK) L CONTENT AND SHALL BE PLATED WITH TOPSOIL AS DIRECTED BY THE ENGINEER.
(PLANE APPROXIMATELY 1.5% THICK) (O] 204 THE CONTRACTOR SHALL PLACE A TEMPORARY ASPHALT WEDGE AT THE APPROACH END TO ALL BRIDGES
() REW'D. ITEM N0, 4248-652 SUPERPAVE BITUMINOUS CONCRETE UPPER BINDER LAVER, : AND TIE-INS TO ELIMINATE THE DROP OFF. THIS WEDGE SHALL BE MAINTAINED AS DIRECTED
1 172" MAXIMUM AGGREGATE SIZE MIX, ESAL RANGE C/D TYPICAL FOR CHANTILLY PKWY . . BY THE PROJECT ENGINEER. THIS VORK SHALL GE PAID ncmomwmamz NO. 4248,
(D REQ'D. ITEM ND. 424B-682 wnwm”w”wm»wmwwv_wymﬁ”mmzmm” Mmummmmw‘“”mw LAYER TYPICAL FOR PAVEMENT TIE-IN AT w“w Mnwmﬁw”zmmrwm%»mmn_mrmqmm:.“M Mmmmsz»wmz“uxmm_umm__w BE DONE BY STATE FORCES. THE
1 1/2 MAXIMUM AGOREGATE SIZE MIX, ESAL RANGE C/D e Shouoee BEGINNING / END OF PROJECT AND AT BRIDGES PROJECT ENGINEER SHALL CONTACT MR. CHRIS HILYER (SIXTH DIVISION - MAINTENANCE SECTION)
( APPROXIMATELY 350 POUNDS PER SQUARE YARD) te 1,50 AT 334-241-8579) APPROXIMATELY FIVE WORK DAYS PRIOR TO THE WORK NEEDING TO BE PERFORMED.
(A) IN PLACE PAVEMENT (PLANE APPROXIMATELY 1.5') AN 800 IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE mx»mm_.wm»mzucmm%rr
f ~d ORK. ACTOR AGR
@ i o o e i e dliats WIS S e, T Sl g b T
CURB AND GUTTER ¢ REQUIRED) I - —_— BRIDGES EXACTLY LOCATE AND PRESERVE ANY AND ALL UNDERGROUND UTILITIES,
-] _ 11 TEMPORARY: 90D NPDES PERMIT COVERAGE IS NOT REQUIRED FOR THIS PROJECT.
(@ cure a0 GUTTER (REMOVE) Q@@ et 901 THERE SHALL BE NO FUEL TANKS STORED ON THE RIGHT OF WAY. IN ADDITION, NO FUEL TRUCKS
(E) IN PLACE SHOULDER (RETAIN) @ @ OR VEHICLES TRANSPORTING CHEMICAL, FERTILIZER, EVC.. SHALL BE LEFT UNATTENDED ON THE
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(B & SOLID WHITE TRAFFIC STRIPE

(B & 50LID YELLOV TRAFFIC STRIPE (DBL)
() 5 DROKEN WIITE TRAFFIC STRIPE

(@ & DOTTED WITE TRAFFIC STRIPE

(E) & DOTTED YELLOV TRAFFIC STRIPE
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TRAFFIC CONTROL NOTES

wuanc,
REFERENCE

it
FISCAL
PROJECT NO YEAR NO

iy
SHEET

ST-051-110-005 2010

06

9 0

g

~
2
a

& 0600 @ @

ns

714

S

n7

718

THE TRAFFIC CONTROL PLAN 1S DEVELOPED IN CONFORMANCE WITH THE MANUAL ON UNIFDRM
TRAFFIC CONTROL DEVICES PART 6, 2003 EDITION. THE TRAFFIC CONTROL DEVICES

INDICATED REPRESENT CONDITIDNS KNOWN DURING PLAN DEVELOPMENT. IN THE EVENT

ACTUAL PHYSICAL CONDITIONS WARRANT ADOITIONAL TRAFFIC CONTROL DEVICES, THEY SHALL BE
INSTALLED IN CONFORMANCE WITH THE M. U.T.C.D. PART 6 AS DIRECTED BY THE ENGINEER.
COST SHALL BE PAID FOR UNDER THE APPROPRIATE PAY ITEM.

ALL BLACK ON ORANGE CONSTRUCTION SIGNS SHALL BE FABRICATED USING TYPES IV, VII OR VIII
FLUORESCENT ORANGE REFLECTIVE SHEETING MATERIAL FOR THE SIGN BACKGROUND.

DURING RON-WORKING HOUAS NO EQUIPMENT OR MATERIAL SHALL BE PARKED OR STORED CLOSER
THAN 30 FEET TO THE EDGE OF ANY ROADWAY CARRYING TRAFFIC. WHEN THIS IS NOT
PRACTICAL, IT SHALL BE PLACED IN AN AREA DESIGNATED 8Y THE ENGINEER AND DELINEATED
BY REFLECTORIZED DRUMS. THIS INCLUDES STORAGE OF TRAFFIC CONTROL DEVICES SUCH AS
TRAILER MOUNTED OR OTHER TEMPORARY SIGNS, BARRICADES, DRUMS, ETC., WHICH ARE NOT
IN USE DURING NON-WORKING HOURS. TO BE FUANISHED BY THE CONTRACTOR WITHOUT COST
TO THE ALDOY. {SEE SKETCH DN SHEET 7 )

WHERE THE LOCATION OF A REQUIRED SIGN FALLS IN A ORIVEWAY, SIDEWALK, BRIDGE, ETC. OR
WHERE THE VISIBILITY OF A SIGN IS LIMITED TO THE TRAVELING PUBLIC, THE LOCATION SHALL
BE ADJUSTED AS DIRECTED BY THE ENGINEER.

THE CONTRACTOR IS TO REMOYE, RELOCATE OR COVER DURING CONSTRUCTION AND THEN RESET OR
UNCOVER UPON COMPLETION OF A PARTICULAR SECTION ANY CONFLICTING IN-PLACE ROADWAY
SIGNS AND DELINEATORS, AS BY THE SIGNS REMOVAL SHALL BE
STOCKPILED AS DIRECTED BY THE ENGINEER AND SHALL BECOME PROPERTY OF THE ALDOT.

COST SHALL BE A SUBSIDIARY OBLICATION OF ITEM 7408,

DURENG ALL PHASES OF WORK, NON-APPLICABLE PAVEMENT STRIPING OR MARKINGS SHALL BE
REMOVED AND APPROPRIATE PAVEMENT STRIPING OR MARKINGS SHALL BE PLACED AS
EXPEDITIOUSLY AS PRACTICAL, BUT IN ALL CASES, SHALL BE IN PLACE BY NIGHTFALL ON ANY
ROADWAY CARRYING TRAFFIC, EXCEPT ON SHORT TERM OPERATIONS WHERE IT 1S DETERMINED BY
THE ENOINEER, THAT SUCH REMOVAL AND REPLACEMENT IS MORE HAZARDOUS THAN LEAVING
EXISTING MARKINGS IN PLACE. COST OF ANY REMOVAL SHALL BE PAID FOR AS A SUBSIDIARY
OBLIGATION OF ITEM 701E.

OMITTED

THE CONTRACTOR SHALL PLACE ALL ADVANCE WARNING SIGNS BEFORE PROCEEDING WITH HIS
WORK, SIGNS SHALL BE PLACED IN ORDER, IN THE DIRECTION OF TRAFFIC AND REMOVED IN
REVERSE ORDEA.

ALL VEHICLES, EQUIPMENT, PERSOMNEL (EXCEPT FLAGGERS), AND THEIR ACTIVITIES, ARE
RESTRICTED AT ALL TIMES TO ONE SIDE OF THE PAVEMENT UNLESS OTHERWISE AUTHORIZED BY
THE ENGINEER.

THE CONTRACTOR SHALL MAINTAIN AT LEAST ONE ACCESS TO BUSINESSES AND RESIDENCES
DURING ALL PHASES OF CONSTRUCTION.

CONSYRUCTION SIGNS MOUNTED DN TEMPORARY SUPPORTS SHALL BE MOUNTED AT A MINIMUM
HEIGHT OF 5 FEET.

FLAGDERS SHALL BE PROPERLY ATTIRED, EQUIPPED WITH STAFF MOUNTED STOP/SLOW PADOLES IN
SIGHT OF EACH OTHER, OR HAVE DIRECT COMMUNICATION AT ALL TIMES. FLAGGER STATION
LOCATION MAY BE VARIED FRDM THOSE SHOWN BASED ON ROADWAY ALIGNMENT AND CONDITIONS

AT THE TIME OF THE LANE CLOSURE.

FLAGGERS ARE TO BE USED WHEN DIRECTED BY THE ENGINEER. SIGNS SHALL BE PLACED AT THE
APPROPRIATE TIME, AND SHALL BE COVERED DR REMOVED WHEN FLAGGERS ARE NOT ON DUTY AND
DURING NON-WORKING HOURS. .

FOR MOVING OPERATIONS, THE TRAFFIC CONES MAY BE DELETED IF THE FLAGGERS ARE IN SIGHT
OF EACH OTHER, OR IF A PILOT CAR IS USED ON A TWO LANE ROADWAY.

OMITYED

ALL CONTRACTOR'S EMPLOYEES® PERSONAL VEHICLES, AND CONTRACTOR'S EQUIPMENT NOT IN
OPERATION, SHALL BE PARKED A MINIMUM OF THIRTY (30) FEET FROM THE TRAVELED WAY DURING
WORKING HOURS, AS NOT TO CREATE A HAZARD.

THE TRAFFIC CONTROL PLAN IS NOT ALL INCLUSIVE, THE TCP PROVIDES SEVERAL DETAILED
DRAWINGS INDICATING THE TRAFFIC CONTROL NECESSARY FOR THE DIFFERENT

CONSTRUCTION ACTIVITIES ANTICIPATED FOR THIS PROJECT. THE CONTRACTOR SHALL SELECT
THE DETAILED DRAWING THAT BEST FITS THE ACTIVITY 7O BE PERFORMED.

OMITTED

REQUIRED TEMPORARY ROUTE MARKER ASSEMBLIES THAT ARE TO BE LOCATED IN THE VICINITY OF
EXISTING ROUTE MARKERS SHOULO BE PLACED ALONG SIDE OF THOSE ALREADY IN PLACE. SOME
EXISTING ROUTE MARKERS MAY HAVE TO BE COVERED OR REMOVED, AS DIRECTED BY THE
ENOINEER, COST SHALL BE A SUBSIDIARY OBLIGATION OF ITEM 7408.
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O DENDTES NOTES THAT APPLY TO THIS PROJECT

OMITTED

ALL TRAFFIC CONTROL BEVICES THAT ARE NOT APPLICASLE AT ANY SPECIFIC TIME SHALL BE
COVERED OR REMOVED AS DIRECTED BY THE ENGINEER.

OMITTED )

OMITTED

THE CONTRACTOR SHALL MAKE PROVISIONS FOR THE SAFETY OF PEDESTRIAN TRAFFIC CROSSING
THE WORK ZONES DURING CONSTRUCTION.

oMIT

ALL SIGNS SHALL BE POST-MOUNTED IF THE WORK PERIOD EXCEEDS FOUR DAYS, EXCEPT FOR
THOSE SIGNS WHICH ARE MOUNTED ON BARRICADES. FOR REPEATED DAY OPERATIONS, SIGNS MAY
BE MOUNTED ON TEMPORARY SUPPORTS AND REMOVED AT THE COMPLETION OF THE DAY'S
OPERATION. :

OMITTED

DURING THE WIDENING OR RESURFACING OF ANY ROADWAY CARRYING TRAFFIC, THE CONTRACTOR -
SHALL ADVISE THE MOTORISTS OF ANY EDGE OF PAVEMENT DROP-OFFS 3 INCHES OR GREATER BY
PLACING SHOULDER DROP-DFF SIGNS EVERY 1/2 MILE BEGINNING PRIOR TO THE WIDENING OR
RESURFACING. REQUIRED SHOULDER WORK TO ELIMINATE THE OROP-OFFS SHALL BE PURSUED IN
AN EXPEDITIOUS MANNER FOLLOWING THE WIDENING AND/OR RESURFACING.

A DIFFERENCE IN ELEVATION OF APPROXIMATELY 2 INCHES OR LESS AT THE CENTERLINE MAY BE

ALLOWED DURING NON-WORKING HOURS WITHOUT ADDITIONAL TRAFFIC CONTROL. SPECIAL CONDITIONS MAY

EXIST WHERE PROTECTION SHOULO BE PROVIDED WHERE THE DIFFERENCE IS 2 INCHES OR LESS.

SIGNS ON TEMPORARY SUPPORTS ARE TO BE REMOVED OR COVERED WHEN NO WORK IS BEING

_PERFORMED OR AT THE COMPLETION OF THE DAY’ S OPERATION.

OMITTED
OMITTED
CHANNEL IZING DRUMS SHOULD BE PLACED ON 10 FOOT INTERVALS IN RADII.

CHANNELIZING ORUMS PLACED TO PROTECT COMPLETED WORK NOT OPEN TO TRAFFIC SHOULO BE
SPACED AT S0 FOOT INTERVALS.

CHANNELIZING DRUMS PLACED IN THE EXCAVATED AREA AHEAD OF PAVING OPERATIONS SHOULD BE
SPACED AT 50 FODT INTERVALS.

CHANNEL1ZING DRUMS PLACED ON PAVEMENT DURING WORKING HOURS SHALL BE SHIFTED TO THE
EDGE OF SHOULDER DURING NON-WORKING HOURS AND DURING PEAK PERIODS.

CHANNELIZING DRUMS SHOULD BE PLACED ON.25 FOOT INTERVALS THROUBHOUT ALL TAPERS.

CHANNEL1ZING DEVICES ARE TOD BE EXTENDED TO A POINT WHERE THEY ARE VISIBLE TO
APPROACHING TRAFFIC.

OMITTED

THE OUANTITIES SHOWN IN THE TRAFFIC CONTROL SUMMARY BOX ARE CONSIDERED TO BE THE
MINIMRY REQUIREMENT FDR HANDLING TRAFFIC AT ANY GIVEN TIME DURING CONSTRUCTION.

LIGHTWEIGHT TYPE B WARNING LIGHTS (WEIGHING 3.3 POUNDS OR LESS) WITH DETACHASLE HEADS MAY

746

747
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BE USED ON DRUMS IN SPECIAL SITUATIONS AS SHOWN ON THE PLANS. TYPE 8 WARNING LIGHTS WITR DETACHABLE
HEADS USED ON BARRICADES SHALL BE LIGHTWEIGHT (WEIGHING 3.3 POUNDS OR LESS). ANY HEAVYWEIGHT WARNING

LIGHTS ON BARRICADES MUST BE CERTIFIED BY THE VENDOR AS 70 OF THE

AND WARNING LIGHT COMBINATION.

FOR DIVIDED ROADWAYS, THE REOUIRED ADVANCE WARNING SIGNS SHALL BE POSTED ON BOTH
THE RIGHT AND LEFT SIDE OF THE ROADWAY.

THE CONTRACTOR SHALL CLOSE THE LANE ADJACENT TO THE WORK AREA ANYTIME WORK OUTSIDE
THE EXISTING TRAVEL LANES ENCROACHES WITHIN 2 FEET OF THE EXISTING TRAVEL LANES.

OMITTED

THE TRANSITION TAPER LENGTH (L) IS SHOWN IN TABLE 6C-4, AND THE BUFFER LENGTH IS SHOWN IN TABLE

6C-2 OF THE MUTCD, PART 6, 2003 EDITION.

OMITTED

UNEVEN LANES SIGNS SHALL BE COVERED OR REMOVED WHEN NO
UNEVEN PAVEMENT CONDITIONS EXIST.

MOVING OPERATIONS SHALL BE CONFINED TO ONE LANE IN THE
DIRECTION OF TRAFFIC.

R16-3 AND R16-4 SIGNS SHALL BE REOUIRED FOR EVERY PROJECT ON
STATE ROUTES AND INTERSTATE HIGHWAYS, THEY SHALL BE POSTED AT

THE BEGIMNING AND END DF THE PROJECT. AN R2-1 SIGN SHALL ALWAYS
BE AEOUIRED FOLLOWING AN R16-3 SIGN. ADDITIONAL R16-3 SIGNS SHALL
BE POSTED AT MAXIMUM THREE MILE INTERVALS THROUGHOUT THE PROJECT
LIMITS, ADDITIONAL R16-3 SIGNS SHALL BE REOUIRED WITH A W3-5b
{REDUCED SPEED AHEAD)SIGN AND R2-1 SIONS IF REDUCTION OF SPEED IS
REQUIRED FOR A WORK AREA SUCH AS A LANE CLOSURE WITHIN THE PROJECT
LIMITS. THE CONTRACTOR SHALL COVER OR REMOVE THE R2-1 (REGULATORY
SPEED SIGNS) AND THE W3-Bb ( REDUCEO SPEED AHEAD) SIGNS WHEN A
SPEED REOUCTION THROUGH THE CONSTRUCTION WORK ZONE IS NOT REQUIRED
AND THE CONSTRUCYION ACTIVITY ANO/OR LOCATION OF WORK ACTUALLY
BEING PERFORMED DOES NOT PRESENT A CLEAR AND PRESENT DANGER TO
CONSTRUCTION WORKERS OR THE TRAVELING PUBLIC. °

OURING REPLACEMENT OF OUARDRAIL AND/OR GUARDRAIL END ANCHORS,
A REFLECTORIZED ORUM WITH A LICHTWEIGHT TYPE B WARNING LIGHT

(WEIGHING 3.3 POUNDS DR LESS) WITH A DETACHABLE HEAD SHALL BE
PLACED BEFORE THE END OF ANY EXPOSED GUARDRAIL AT NIGHT WHERE
THE GUARDRAJL END ANCHOR CANNOT BE REPLACED IN ONE DAY’S TIME,

CONSTRUCTION SIGNS MOUNTED ON A SINGLE OR OUAL SOUARE TUBULAR OR
U-CHANNEL POST SHALL BE I[NSTALLEC AS SHOWN ON SPECIAL DRAWING NOS.
IH5-710-21 AND IHS-710-23. SINGULAR OR DUAL 4 X 4 WOOD POSTS ARE
CONSIDERED BREAKAWAY.

LANE CLOSURES SHALL ONLY BE ALLOWED MONDAY THRU THURSDAY FROM
7100 PM TO 61 DD AM AND FRIDAY FROM 7¢00 PM TG E:00 AM MONDAY.
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TRAFFIC CONTROL QUANTITIES Al e
’ ST-051-110-005 2010 5
THE FOLLOWING IS A LIST OF TRAFFIC CONTROL
QUANTITIES THAT APPLY TO THIS PROJECT:
aTY. | UNIT | ITEM NO. DESCRIPTION
836 | SQ FT | 740B-000 | CONSTRUCTION SIGNS
27 | sa FT | 740C-000 | GROOVED PAVEMENT
9 | sa FT | 740C-002 | MOTORCYCLE PLAQUE
60 | EACH | 740D-000 | CHANNELIZING DRUMS
3 | EACH | 741C-010 | PORTABLE SEQUENTIAL ARROW AND CHEVRON SIGN UNIT
REQUIRED ITEM 740C-000
SPECTAL CONSTRUCTION[ T EACH
stoN | SIZE  [gpy.| S0 | no. | 5% LEGEND
(in x in) FEET FEET )
FOR TRAFFIC CONTROL NOTES THAT APPLY we-15 | 36 x 36 |. 3 |27.00| &-C | 9.00 | GROOVED PAVEMENT
TO THIS PROJECT SEE SHEET 4. TOTAL 27
REQUIRED ITEM 740-B
CONSTRUCT 10N EACH
ston | ST Jorv| % | & | eeer LEGEND
G20-2a| 48 x 24 | 3 | 24.00 | SHS-27 | 8.00 | END ROAD WORK REQUIRED ITEM 740C-002
R2-1 | 24 x 30 | 2 | 10.00 SHS-1 | 5.00 | SPEED LIMIT 35 SPECIAL CONSTRUCTION| g\ \ppr| EACH
R2-1 | 24 x 30 | 3 | 15.00 | SHsS-1 5.00 | SPEED LIMIT 45 SIGN | SIZE lqry. _..wm.q NO. _nmmﬁ_um.q LEGEND
Re-1 | 24x30| 2 | 10.00] sHS-1 5. 00 | SPEED LIMIT 59 W8-15p | 24 x 18 | 3 | 9.00 [ 6-C | 3.00 [ MOTORCYCLE PLAGUE
R16-3 | 48 x 60 | 3 60.00 | SHs-8 | 20.00 mwmmo«mmxmmmmmxmommmmmzd - -
R16-4 | 48 x 48 | 3 | 48.00 | SHS-8 | 16.00 | END DOUBLED FINES Tote
W3-5b | 48 x 48 | 3 | 48.00 | SHS-28 | 16.00 | REDUCED SPEED AHEAD
W4-2 | 48 = 48 | 3 | 48.00 | SHs-22 | 16.00 | RIGHT LANE CLGSED (SYMBOL)
W4-2 |48 x 48 | 2 | 32.00 | SHS-22 | 16.00 | LEFT LANE CLOSED (SYMBOL)
¥W20-1]| 36 < 36 | 5 | 45.00 | SHS-25 | 9.00 | RDAD WORK AHEAD
W20-1 | 48 = 48 | 3 | 48.00 | SHS-25 | 16.00 | ROAD WORK 500 FT.
W20-1 | 48 =< 48 | 3 | 48.00 | SHS-25 | 16.00 | ROAD WORK 1000 FT.
W20-1 | 48 = 48 | 3 | 48.00 | SHS-25 | 16.00 | ROAD WORK 1500 FT.
W20-5 | 48 < 48 | 4 | 64.00 | SHS-25 | 16.00 | CENTER LANE CLOSED 500 FT
W20-5 | 48 = 48 | 4 | 64.00 | SH5-25 | 16.00 | CENTER LANE CLOSED 1000 FT
W20-5 | 48 < 48 | 4 | 64.00 | SHS-25 | 16.00 | CENTER LANE CLOSED 1500 FT
W20-5 | 48 x 48 | 3 | 48.00 | SH5-25 | 16.00 | RIGHT LANE CLOSED 1000 FT
W20-5 | 48 < 48 | 3 | 48.00 | SHS-25 | 16.00 | RIGHT LANE CLOSED 1500 FT
W20-5 | 48 x 48 | 2 | 32.00 | SHS-25 | 16.00 | LEFT LANE CLOSED 1000 FT
W20-5 | 48 x 48 | 2 | 32.00 | SHS-25 | 16.00 | LEFT LANE CLOSED 1500 FT
TOTAL |836.00
™ ALABAMA. TMENT “SHEET TITLE . OUTE
e e i ) oF gm”mmm»w_ﬁoz NOT TO SCALE TRAFFIC CONTROL QUANTITIES xmm.:o
PATE» PATEs DATE: MONTGOMERY, AL 36130-3050




- o . . REFERENCE FISCAL | SHEET
TRAFFIC CONTROL, PLAN e o
4 ST-051-110-005 2010 6
ﬂ N —+———CREW INSTALLING OR REMOVING SIGN
& T kf%f I 12°
vey¥e ™ LOCATE SIGNS 6" ' l 12'
FROM THE EDGE OF Wi LOCATE SIGNS 6
NOTE: THE mzmﬁcm?z% E_wm 32} FROM THE EDGE OF v
ROTATING DOME LIGHT AND 740-B SIGNS NS AR THE SHOLDER OR 1€ i
@ MOUNTED ON CONTRACTORS EQUIPMENT WHERE PHYSICAL =] | AL A
Q. T0 BE FURNISHED BY CONTRACTOR CONDITIONS PREVENT WHERE PHYSICAL ol
Z WITHOUT COST TO THE STATE. SUCH PLACEMENT. CONDITIONS PREVENT B
\* e SUCH PLACEMENT.
ROTATING DOME LIGHT ° ) L :
(OPERATING) ' N CONSTRUCTION SIGN WITH °
" SECONDARY SIGN PLATE v_,
NOTE : IF THE CONTRACTOR CHOOSES TO SPLICE THE POSTS FOR THE REQUIRED POST MOUNTED
CONSTRUCTION SIGNS, THEY SHALL BE SPLICED AS SHOWN ON DRAWING IHS-710-23.
7'-0" MINIMUM_DISTANCE HEIGHT AND LATERAL LOCATION OF POST MOUNTED CONSTRUCTION SIGNS
ABOVE EDGE OF PAVEMENT
TYPICAL M :
AL_METHOD_FOR INSTALLING OR PAVENENT WIDENING OR
REMOVING CONSTRUCTION_SIGNS | TRAVELWAY | SHOULDER AREA
DRUMS @
50" INTERVALS
A
i
T OF PAY ITEM 210D-021
S
{FOR USE WHERE EXCAVATION HAS BEEN DONE,
. BUT WIDENING IS NOT COMPLETED BY NIGHTFALL OR WHERE PAVEMENT
W DROP OFF OF RESUFACING PROJECTS IS 3'OR MORE AT NIGHTFALL)
s
= SIZE OF POST TO BE %2 U-CHANNEL
=1 COST OF SIGN PANEL MOUNTING AND MOUNTING TYPICAL FOR DROP-OFF AT EDGE OF PAVEMENT
= HARDWARE, POST AND CHANNELIZING DRUM
~ T A EESIOLARY OBLIGRTION OF CONSTRUCTION NOTE: THE CONTRACTOR IS TO CONSTRUCT A WEDGE OF UNCLASSIFIED
EXCAVATION OR CRUSHED AGGREGATE BASE. THE COST OF PLACING
-1 SIGN POST TO BE_MOUNTED AND REMOVAL SHALL BE A SUBSIDIARY OBLIGATION OF THE PAY ITEM
70 ORUM WITH BOLTS 210D-02.
DETAIL FOR DRUM MOUNTED CONSTRUCTION SIGNS CHANNELIZING DRUMS SHALL BE PLACED AT 50 FT INTERVALS.
- S ————————
RESPONSIBLE PEe SUPERVISORY SHEET TITLE ROUTE
NOT TO SCALE STANDARD DETALLS FOR
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o /lm%m OF PAVEMENT
— o8 EDGE OF PAVEMEN |/
’ ) SEE NOTE NO | REFLECTORIZED CHANNELIZING ORLMS
l 100 ] 50 . . ALONG THE EQUIPMENT PARKING AREA.
o T ) 1 1 .
3 25
_ _ ° . e ° ®
. i ¢
]
/ EQUIPMENT PARKING AREA
REFLECTORIZED CHANNELIZING DRUMS
DIMENSIONS (INCHES)
A Y w“Ju 0 |E n"n_: NOTES:
|_um,__|30] S 5 40m | 3 }12.10§ 13.76] LBTS
ETMER 5o 3.5 1.DRUMS TO BE AS FAR AS PRACTICAL FROM EOGE OF PAVEMENT, DELINEATING DETAILS FOR EQUIPMENT PARKING AREA
pewri48].35 { 125 | 6om | 4 MINIMUM DESIRABLE DISTANCE IS IS FEEV FOR FREEWAY TYPE
We-15 o FACILITIES AND 10 FEET FOR OTHER FACILITIES. FOR UNUSUAL
CONDITIONS, SUCH AS SPECIAL EQUIPMENT OR LIMITED AVAILABLE
SPACE, DIMENSIONS LESS THAN DESIRABLE SHALL BE AS DIRECTED
SYMBOL,BORDER BY THE ENGINEER.
BACKGROLND (REFL.) 2. ALL DEVICES TO BE FURNISHED BY THE CONTRACTOR WITHOUT
€OST TO THE ALDOT.
SYMBOL,BORDER BLACK
BACKGROUND FLUORESCENT ORANGE )
MIN. | STD. | EXPWY. |
625 | 9.00 | 16.00 |
H
E
— TRAFFIC CONTROL
B ¢ FOR INTERSECTING
WORK” AREA SIDE ROADS WITHIN
i _ WORK AREA
T _
L] ~
(=]
«_ 2 NOTE: THE ##20-1 SIGN
_» TO BE USED ON
SIGN | w_zmuﬂ uﬂm - m_zommmv - _ INTERSECTING ROADS
24 8 |38 SHALL BE 36'X36" IN
[ BT 50 |24 [5 | SIZE. THE TEMPORARY
_ MOUNTED W20~ ROAD
W8-15p WORK AHEAD SIGN
SYMBOL.BORDER _ SHOWN ON THE SIDE .
) ROAD WILL NOT BE
BACKGROUND (REFL.) REQUIRED IF ONE IS
INTERSECTING ALREADY POST MOUNTED
SYMBOL,BORDER BLACK SIDE ROAD ON THE SIDE STREET.
BACKGROUND FLUORESCENT ORANGE
STD. EXPWY.
3.00 5.00
E——
ABAMA DEPARTME SHEET TITLE ROUTE
RESPONSIBLE PEe ISUPERVISOR! DESIGNER PLAN SUBMITTAL OF Ezwg”.—. ATION DETALS FO
1409 COLISEUM BOULEVARD § 3 E STANDARD ETAILS R SR-110
PATE: TEe DATE AL 36130-3050 TRAFFIC CONTROL PLANS




REFERENCE FISCAL | SHEET
TRAFFIC CONTROL PLAN e
ST-051-110-005 2010 A -
RI6-4
END
R2-1 DOUBLED G20-2a
B
SPEED FINES ROAD NORK .
LIMIT] | 500’ T 500’ < 500" y
i N < 0 T TYPICAL PLACEMENT
FOR ADVANCE
i q q WARNING SIGNS
= —— = = = o e e T T T T e e e e o T —— —— - BEGIN OR END
—_— - WORK STATION
_ 250' 500’ 500’
250" 250’ 250" J
SPEED
LIMIT
KX REQUIRED SIGN SIZES |
620-2a 48X 24
R2-( R2-1 24'x 30°
W3-5b 48° X 48
W20-5 W20-5 W20-5 RI6-3 48" X 60*
'TYPICAL SCHEME CENTER LANE CLOSURE e | doex oo
W20-5 48° X 48°
— = = = = — — LEGEND
I:lm||l_m|||l = — = — = — — J¢ TEMPORARY MOUNTED SIGN
/_\ /_\ .C _\ r_ b POST MOUNTED SIGN
s A T wrrE © CHANNELIZING DRUM
LENTER LVENTER
CLOSED 0L0SED
1000 FT 500 FT
RZ-1
¥20-5 W20-5 W20-5 REDUCED
GENERAL NOTES
: ) POSTED | SPEED
). ALL ADVANCE WARNING SIGNS REQUIRED AT THE BEGINNING AND END OF PROJECT SHALL BE POST MOUNTED. ALL SIGNS REQUIRED FOR THE LANE CLOSURE SHALL BE SPEED XX zz
TEMPORARY MOUNTED. ; 55 45 55
2. SIGN (XX) SHALL SHOW THE SPEED IN THE WORK ZONE. SIGN (ZZ) SHALL SHOW THE POSTED SPEED OUTSIDE THE WORK ZONE. 45 35 45
- BAMA_DEPARTMENT SHEET TITLE ROUTE
RESPONSIBLE PE [SUPERVISORY IDESIGNERY { A OF Eagmﬁ.—.bﬂﬂoz NOT TO " o
bates bates pATE! MONTCOMERY. A 36130+3050
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TYPICAL SCHEME FOR OUTSIDE LANE CLOSURE
i
-
e e = = — = g —— —— — — ey — — — - — = = — — —
= o v =
e e e e e
k k 2 - @
500 500’ /3t L _ BUFFER _
f ¥ I~ SHLD. ! |
soor  TAPER
wa-2
REOUIRED SIGN SIZES
W4-2 48° X 48*
. : w20-5 48" X 48"
TYPICAL SCHEME INSIDE LANE CLOSURE
| BUFFER J/3 L 500’
—_——— Illllullllllllq ||I.|.|.I|||||.|||I+|.|||||||.| . | —— — S—— — ——— — — — -
— e o - ————————— ————
k k k .54 _%m._
_\ 500’ f_\ 500 _L\u L _ mcmmmx/_\ /_ LEGEND
IS IS IS ] IS 2
500 |¢ TEMPORARY MOUNTED SIGN
FT LA EFT LAN b POST MOUNTED SIGN
CLOSED CLOSED
1500 I3 000 F ® CHANNELIZING DRUM
m PORTABLE SEQUENTIAL ARROW
W20-5 W20-5 A AND CHEVRON SIGN UNIT
wa-2 GENERAL_NOTES
I. ALL SIGNS SHALL BE TEMPORARY MOUNTED AS SHOWN.
. , ALABAMA DEPARTMENT SHEET TITLE ROUTE
RESPONSIBLE PE: [SUPERVISOR: DESIGNERY PLAN SUBMITTAL] OF TRANSPORTATION NOT TO
pre: pore. pore: s g s e




